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Custom Screen Makers for Fifty-two Years 


Introduction 


HE? ROEBUCK WEATHER STRIP” AND 

WIRE SCREEN COMPANY was established 
in 1858 and has since that date been in continuous 
operation. 

We were the first concern in this country to devote 
our entire attention to custom screen work, and have 
developed improvements in the manufacture and con- 
duct of our business which have kept us always in the 
lead. 

Our goods are maintained at the highest standard—our 
guarantees are broad and our methods of handling 
orders assure accuracy and promptness in delivery. 

In maintaining a large corps of expert salesmen we 
place at the disposal of architects and house owners a 
means of ordering screens which is unequalled for satis- 
factory service. Plans and specifications on new work 
may be forwarded to us with the assurance that finished 
screens will drop into place without further fitting and 
the color schemes and designs will harmonize with the 
structure. 

Upon request a representative will call and take all 
measurements necessary, eliminating further trouble and 
responsibility on your part, when the building to be 


screened is already erected. 
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We would request that those ordering screens and 
wanting them in a hurry will so specify upon their 
orders. Our facilities are large and under ordinary 
circumstances a hurry order is welcomed. If for any 
reason we cannot meet demands as to date of delivery 
we will frankly say so, thus causing no annoyance to our 
customers. 

On the other hand we will accept orders in the late 
summer or fall for spring delivery and ship the goods 
so as to arrive at the time desired by the purchaser. 

Screens are carefully crated and will go forward in 
the best possible condition to withstand rough usage 


in transit. 


Materials 


All lumber entering into the construction of our 
screens is carefully selected. After being thoroughly air 
dried it is also run through our drying kilns, assuring 
absolute dryness in all stock, which is then carefully 
culled. Lumber showing indications of knots, shakes, or 


imperfections of any kind, is thrown aside. 


Construction 


Expert workmen in every department serve to make 
the construction of our screens unequalled. Joints are 
cut to perfect fit. 

Our system of inspection throughout every step of 


constructive work makes assurance doubly sure as to 


Page four 


MeN ED teaW li isn Se COR Hake Nee C7OnM. PANTY 


perfection in the cutting and fitting of joints. That is 
why we never have a screen returned to us for the 
correction of any fault in construction. 

The painting or staining of all our products is accom- 
plished with an eye to rendering them absolutely 
weather-proof. Atmospheric conditions, no matter how 
severe, have no effect upon them. 

Metal work is especially designed for the purpose 
and is of the best in quality and appearance. 

All of the wire cloth we use is woven especially for us 
by the Clinton Wire Cloth Company, of Clinton, Mass. 

They were the first weavers of wire in this country. 
Their product is unequalled in excellence, and that is 
why we use it exclusively, thus assuring our customers 
of the highest grade of wire cloth obtainable. Their 
cloths are woven of wire with great tensile strength 
and where enamel is used it is flexible, giving the 
greatest amount of wear reasonable to expect from this 
class of goods. 

We have however throughout this catalogue tried to 
show the real economy of utilizing Pompeiian Bronze 
Screen Cloth for all work, and would especially request 
the prospective purchaser’s careful consideration of its 
merits. 

We solicit contracts for screening entire edifices, such 
as hotels, libraries, municipal buildings, etc. 

All orders, large and small, will receive our best atten- 


tion in the most minute detail. 
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The “Clinton” Screen 


With the introduction of the “Clinton” screen we feel 
that we have reached the highest type of development 
in screen manufacture. In the “Clinton” are embodied 


tried out principles of screen manufacture gleaned 


The “ Clinton”’ Screen 


through fifty-two years of close attention to this product, 
our aim being to produce a mechanically perfect 
window screen. 

The lumber which is used in all of our screens is 
selected stock, having undergone both air and kiln 


drying. 
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The corners are accu- 
rately mortised and 
tenoned, carefully wedged 
and glued. The result 
is an absolutely rigid 
corner. Jhe wire is 
evenly stretched and held 
in position by a specially 


designed lock joint mould- 
ing, thus insuring great 
strength and durability — 
permanency of attachment, and at the same time ease 


Method of Attaching Wire 


of renewing wire in case this is necessary. 

The moulding used to hold the wire is particularly 
attractive in appearance, yet is designed with an eye to 
strength and ease of removal when necessary. 

All “Clinton” screens are fitted with our new type of 
invisible springs. The finish is optional with the pur- 
chaser, thus allowing of a color harmonizing with the 


finish of the house. ; 

Solid brass hand lifts are included. 

We recommend that in this screen nothing but Clin- 
ton Pompeiian Bronze Cloth be used, as it is the most 
durable screen cloth manufactured. 


Pompelian Bronze Cloth 


Bronze is the only known metal in screen work which 
will withstand all climatic conditions for a long term of 
years. | 

The wire used for weaving Pompeiian Bronze Screen 
Cloth is drawn from an alloy of 90% copper and 10% 
of other non-corrodible metals. This alloy is almost 
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identical with that used by shipbuilders 
and others for fittings which are to be 
subjected to constant immersion in salt 
water and where great strength is also 
required. 

Salt laden mists at the seashore, or smoky 
airs, which would corrode other material, 
have no effect upon Pompeiian Bronze 
Screen Cloth. We cannot recommend 
this material too strongly. It is economical 
and very pleasing in appearance. 


Mortise and Tenon Joint 


A properly made mortise and tenon 
joint is the best form for joining the units 
of a screen frame. At the same time it is 


The Invisible Spring the most expensive to make. 


Special machinery has been developed by us for 


making a mortise and tenon joint which glued together 


is the strongest form of wood joinery ever produced. 


No water can ever 
enter the joint to cause 


any weakening, in fact 
the mortise and tenon 
joint used in the con- 
struction of the “ Clin- 
ton’ screen is an 
example of perfect 
joinery, and is abso- 
lutely rigid. 


Corner Joint of the “‘ Clinton’’ Screen Hand Lift 
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The ‘“ Standard” Screen 


This screen, as its name implies, has been a standard 
with us for many years, and next to the “Clinton” 
screen, is the most serviceable made. 


The “ Standard” Screen 


The stock used in this screen is of the best— workman- 
ship is of “Roebuck” quality. No pains are spared to 
make the purchaser of the “Standard” screen feel that 
he has chosen wisely, and we would point to our 
special metal corner construction as a large factor in 
the general excellence of the “Standard” screen. 
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A special form of mitred corner, coupled with a 
tongue and groove, is used, and is reinforced with our 
special metal corner, which is constructed to firmly 
engage the mould- 
ing of the screen. 
A most satisfactory 
and rigid joint is 
the result. While 
not quite so expen- 
sive a joint to pro- 
duce as that in the 
“Clinton; 4it 1s" in 
every way satisfac- 
tory and much 


better than that 


Corner Joint of the “‘Standard’’ Screen found in the ordi- 


nary screen. Used in conjunction with the metal 
corner spoken of, as shown in the cut, it meets every 
demand as to rigidity. 

The “Standard” screen is equipped 
with invisible springs and is regularly 
supplied with solid brass flush lifts. 
While flush lifts are usually furnished Flueh butt 


with the “Standard” others will be supplied when 
same are requested at time quotations are made. It can 
be made in any style or color of wood desired. The 
wire is held in position by our special wedge and 
groove method which is extremely firm and satis- 
factory. 


This construction also permits of easy renewal should 
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the screen cloth become 
damaged. 

At the same time the 
holding of the wire by this 
method assures even stretch- 


ing and retention never 


accomplished when tacks are 


used. No opportunity is 
given for water to lodge in 
any portion of our screens. Metal Oui orcement 

We offer a choice of the four grades of screen wire 
as described on pages 27 and 28, but would strongly 
recommend the Pompeiian Bronze Screen Cloth for 
reasons given in describing our “Clinton” screen. 

Insist upon your architect specifying “ Clinton screens.” 
You will never regret it. The “Clinton” will demon- 
strate to you by years of faithful service that a properly 
designed and manufactured screen is in no way a flimsy 
makeshift to be re- 
newed each year. It is 


a permanent investment. 
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Pompeliian Bronze 


Screen Cloth is made 
of an alloy containing 
90% pure copper. 


It lasts indefinitely. 


Method of Attaching Wire 
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The “Brooklyn” Screen 


This pattern is produced by us for those who wish a 
moderate priced screen, yet one which is superior to the 


so-called cheap screens. The construction is good. 


The “ Brooklyn”’ Screen 


The same combination mitre tongue and groove joint is 
used on the corners, but we do not include the metal 
corner fitting. These screens will be filled with any 
grade of wire desired. 

The same care in construction of the “Brooklyn” 


screen is used as with our other grades, but we have 


Moree ee a ee ee 
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simplified the design to such a degree and manufacture 
them in such large quantities that low pricescan be quoted. 
Neat finger lifts 


are regularly fur- 


Finger Lift 
nished with the 


“Brooklyn” screen. 


Quotations, how- 


ever, will be made 
Corner Joint of the “‘Brooklyn’’ Screen embodying other 


fittings. 
Our special wedge 


and groove method of 
holding the wire is em- 
ployed and this gives to 
the purchaser of the 
“Brooklyn” all the ad- 
vantages of easy re- 


newal — even stretching 


of wire and _ impossi- 


Method of Attaching Wire 


bility of water lodging 
where it will do any harm. Pompeiian Bronze Screen 
Cloth when used to fill the “Brooklyn” fulfils all re- 
quirements as to long service and absolute satisfaction 
and does away with the necessity for yearly painting ~ 


and frequent renewals. 
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Some Special Features 
of 


Roebuck Manufacture 
Slides 


Our screens, when properly in- 
stalled, do not bind. The slides extend 
the full length of window, thus en- 


abling the screen to be placed at ei- 


ther the upper or lower sash, thorough 


ventilation being assured whether the 


Regular Slide 


top or bottom sash is open. 

Slides bear the brunt of the work, and we manufac- 
ture ours with a shoulder which permits of their being 
most thoroughly attached to the blind stop. 

The slides are made in either plain 
design or with our combination Roe- 


buck weather strip attachment. 


Screen Numbers 


Screen numbers are 
placed on the screen Weather Strip Slide 


frames, and duplicate numbers are furnished 


to be attached to the window sills. This 
Number Tack assures the return of screens to their proper 


window openings. 
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Method of Removing Screen 


from Window 


Especial attention is called to the Roebuck methods 
of holding screens in the windows for which they are 
built, and the ease with which they may be removed 
and replaced. 

A deep groove is provided on one side of the 
screen moulding and in this groove are located the 


springs. Sufficient play is given by the deep groove 


Method of Removing Screen from Window 


so that the slide may be pushed into the screen until 
it is clear of the slide on the opposite side, when screen 
may be easily lifted out. The springs, however, will 
hold the screen at any position on the slides, yet allow 
of easy movement up and down. 

This method of removal eliminates the liability of 
breaking slides and screens, bound to occur when screens 
must be pushed up and taken out at the top of the win- 
dow. It also allows of slides being applied the entire 
length of window and the screen then used for the 


upper sash opening as well as the lower. 
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Special Screens 


For casement and also 
for very large windows, 
it is sometimes necessary 
to screen the entire 
opening. 

For this purpose we 
recommend screens 
equipped with top hang- 
ers, as they are much 


more convenient to re- 


move and make it easy 


to wash the window 


glass. 
Hanging Screen 


We also build double 


hinged screens, twin 
sliding screens, bow 
and circular, as well as 
elliptical screens, seg- 
ment and cage screens. 

For basement screens 
and others in locations 
exposed to rough usage, 
it is advisable to rein- 


force the screen with a 


heavy guard wire, 
which we supply when 


ord ered. Swinging Screen 
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We illustrate herewith 
several forms of special 
screen work, and should be 
pleased at any time to 
offer suggestions as to the 
best method of screening 
any special opening. So 
many emergencies come 
to our notice wherein 
seemingly new screen 
problems arise, but on fur- 
ther examination prove to 


be’ identical with past 
orders, that we are usually 
equipped with data cover- Ovale screen 

ing all forms of special work imaginable. 

Our facilities for turning out special work have been 
accomplished by the expenditure of large sums in 
special machinery, made possible only by the size of our 
business. This equipment allows us to quote prices on 
special work which 
are low when 
quality is con- 


sidered. 


erieerncenie vane tree 


stances local con- 


cerns would not 
care to figure on 
elliptical or bow 
screens, as they 
coulda notstunn 


them out. 


Descriptive mat- 
Cellar Screen with Guard tel sap p l yl oe stO 
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various screen cloths found in other parts of this book 
is applicable to special screens. 

In positions where it is desirable to give free view 
from the inside, and obstructed view from the street, our 
bank screens will be found most satisfactory. Equipped 
with fine mesh wire they offer an excellent opportunity 
for the firm name to be painted on the outside surface. 

We furnish Bank Screen Cloth in a large variety of 
colors, thus affording a choice which will harmonize 
with the structure in which it is to be used. 


Bank Screen 
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Screen Doors 


Method of Attaching Wire 


The essentials of the construction of screen doors are 
strength and correct design. Our screen doors are 
made with the same care and accuracy as are our window 
screens. 

The wire is held in position by our new style lock 
joint shown in the illustration on this page —a feature 
which gives the strongest 
and most workmanlike 
results, yet allows of ease 


of renewal when neces- 


sary. 
Our screen doors will 
be designed to conform 


to architectural details 


of the structure in which 


they are to be used, and 


New Method of Attaching Wire 


will be equipped with 
any grade of cloth desired, though all the good points of 
Pompeiian Bronze Screen Cloth as outlined for window 
screens will apply to its use in door screens. 

Reinforcement of screen doors is usually desirable and 
heavy guard wire may be used either black or electro- 
bronze. 

We will also supply special grill work when same is 
specified. 


In a comparison of the new style lock joint with the 
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old style astragal moulding, as shown by the two cuts, 
the marked superiority of the former is apparent. 

The woodwork in all our doors is sufficiently heavy to 
give the best of service without warping or sagging. 
The joints are mortise 


and tenon, wedged and 


glued. 

Screen door hardware 
should be especially 
adapted for this work 
and carefully fitted. All 
locks, bolts and hinges 
should be lightly oiled 


Wire Attached with Astragal Moulding when put away for the 


winter. A few moments spent in this way will assure 
easy working of these parts the following season and 
increase their period of usefulness. 

Store your screens during the winter months where 
they are safe from mechanical accident. The best screen 
cloth made cannot resist hard blows. We would 
suggest that a closet be used for this purpose and that 
storm doors and other winter accessories be stored in it 


during the summer. 


We have manufactured screens contin- 
uously for fifty-two years. The growth 
our business has enjoyed is due solely 
to the excellence of our product. 
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“Fitness to posi- 


tion and fitness to 


b 


purpose’ is our 


motto. 


Number | 


We codperate with the 
architect and builder in 
furnishing well designed 


screens. 


Number 2 
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Our fifty-two years of 
screen building expe- 


rience is at your service. 


Number 3 


Poin pe: isan 
Bronze Screen 


Cloth is weather- 


proof and has high 


tensile strength. 


Number 4 
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Our screen doors 
admit the _ largest 
amount of light and 
air without sacrific- 
ing strength. 


Number 5 


Let us estimate from 


your plans or figure on 


screen work for struc- _ 
tures already built. 


Number 6 
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Heavy guard wire is 
valuable when screen 
doors are subjected to 


hard usage. 


Number 7 


Special grill work in 
any finish will be fur- 
nished to specifications. 
Our facilities are unsur- 


passed. 


Number 8 
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Piazza and Porch Screens 


A piazza loses half of its comfort if it is not screened. 
A quiet hour here cannot be spent if flies and mosquitoes 
are given free rein. 

The two illustrations shown herewith will offer sugges- 
tions in this direction more forcefully than words. 

Summer evenings may be spent on a screened piazza 
or porch with increased comfort. In fact screens will 


Piazza Screen 


immediately make this part of the house as available for 
summer living purposes as any other apartment. 

Sleeping out of doors in the most approved fashion, 
and without annoyance, is one of the many pleasures 
given to those whose piazza or veranda is properly 
screened. : 

We would suggest that every house owner make a 
thorough investigation of the possibility of an outside 
screened apartment. Many times the top of a porch or 
veranda can be effectively turned into an out-of-door 
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sleeping or living apartment with easy access from bed- 
rooms. 

Summer houses may be constructed of light frame 
work and the openings filled with screens, the whole 
structure being taken down and moved from place to 
place or stored for the winter. 

Sufficient attention has never been given tothe screen- 
ing of barns and stables. Horses and cows do better if 
relieved of the winged pests, and certainly from a sani- 
tary standpoint the screening of these structures should 
not be overlooked. 

Barn screens should be reinforced with heavy guard 
wire, and we particularly advise Pompetian Bronze 
Screen Cloth, as it is not affected by ammonia gases, etc. 
It must also be borne in mind that Pompeiian Bronze is 
not coated with enamel or lacquer of any kind — being 
bare wire. Thus it gives the least obstruction to venti- 
lation of any material possible to use for this work. 


: <a 


Porch Screen 
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Wire Cloths 


12 Mesh Wire 


Black Enamelled 


This is made of the best hard drawn steel wire, which 
is thoroughly protected from rust by a coating of the 
best quality black enamel, which is baked on. 
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14 Mesh Wire 


Silver Finish Cloth 


This is also made from best quality of hard drawn 
steel wire thoroughly protected with an even coating of 
best grade of spelter, from the color of which it derives 
its name. 
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16 Mesh Wire 


Enamelled Galvanized Cloth 


In the manufacture of this cloth we take our regular galvanized or 
Silver Finish Cloth, treat it with a special preparation, and then put 
ona thorough coating of enamel. By aspecial process to which this 
cloth is subjected we can guarantee that the enamel will not flake off, 
which trouble is sure to be experienced with screen cloths given less 


skilful handling. 


24 Mesh Wire 


Pompeiian Bronze Cloth 


This cloth is of the highest grade which it is possible to manufac- 
ture. Bronze is the only known metal in screen work which will 
withstand for a long term of years exposure to bad weather con- 
ditions, particularly near the seashore or where the atmosphere is 
inclined to be smoky. Being composed of 90% copper and the other 
10% of non-corrosive metal, it is impervious to all kinds of weather 
conditions. Where the best is desired we can absolutely guarantee 
Pompeiian Bronze Cloth to be the highest grade on the market. 
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Hardware 


All of the hardware with which 
we equip our window and door 
screens is especially designed for 
the purpose and can be obtained 


in the various metals and finishes 


used for building work. 

There is such a large 
variety of hardware which 
_ may be used for screen door 
>) fittings that we can show but 
a few varieties on these 


pages. The various forms 
of bolts and latches depicted need no explanation. 

The spring shown is easily 
attached and throws the least 
strain on the hinges. 

It can be easily unhooked 
when it is desired to leave the 
screen door open and as easily 
brought into action again. [wo 
screw eyes are all that are 
necessary for attaching. 

Oil all bolts, hinges and locks 
when screen doors are put away for the winter. Re- 
move entire hinge from door frame 
if in an exposed place; then rust 
will not interfere with their proper 
working the next season. 

The Escutcheon Knobs suggest a 
variety of this class of trim which can 
be had in many beautiful finishes, in 
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this way making possible a trim 
harmonious with that of the regular 
doors. 

Night latches 
are also to be 
had in many 
designs. In fact 
the screen door 
may be treated 
in every way as 
is the regular 
door, and used, 


when properly 


constructed with 
heavy guard wire, as a night and 
day protection against intruders, the 
regular doors remaining open, more ventilation thus 
being obtained. 

When less care is taken in storing screen doors, the 
latches or handles are liable to punch holes through the 
wire cloth of doors or 
screens laid on top of 
them. In some _ in- 
stances it is well to 
remove hardware from 
the doors in the fall, 
and at this time broken 
locks or fittings may be 
detected and repaired ; 
the whole then being 
done up in brown 
paper and tied to the 
respective screen or 
door. 
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Window Ventilator 


Proper winter ventilation may be obtained in the 
home or office by applying our window ventilators. 
The use of them does away with direct drafts from 
the outside, as they throw the current of air toward 


the ceiling. 


The Roebuck Ventilator 


These window ventilators are especially valuable in 
schools and offices where desks must be placed near 
the source of light. 

They are screened so that flies and mosquitoes cannot 
gain access through them. 

They are light and ornamental, of excellent work- 
manship and easily removed. Colors are made to 


harmonize with adjoining woodwork. 
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For over fifty years we have manu- 
factured Weather Strip of various kinds, 
such as wood and rubber, wood and 
felt, metal and rubber, CuGs 

Needless to say, the word “ROEBUCK”’ 
when applied to Weather Strip is synon- 
ymous with quality, as our strip is un- 
doubtedly the very best on the market 
to-day. 

Kindly write for special booklet, price 


list and discount sheet applying to same. 
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